
 

SWS - Spannwerkzeuge GmbH 

Umgehungsstraße Nord 3  

D - 36381 Schlüchtern  

Type 

No. 

Order. 

No. 

 D L 
α β clamping Ø 

area 

clamping Ø 

grading 

Product 

group 

  mm mm ° ° mm mm  

868E S1 0868 G 12,00 25,00 15,0 15,0 3,00 - 8,00 0,10 1.1.5 

868E S1 0868 J 17,00 36,00 20,0 20,0 3,00 - 10,00 0,10 1.1.5 

868E S1 0868 K 17,00 54,00 17,5 17,5 3,00 - 10,00 0,10 1.1.5 

868E S1 0868 M 19,00 36,00 20,0 20,0 3,00 - 10,00 0,10 1.1.5 

868E S1 0868 P 20,00 66,00 22,5 22,5 3,00 - 13,00 0,10 1.1.5 

868E S1 0868 S 23,00 60,00 18,5 18,5 4,00 - 16,00 0,10 1.1.5 

868E S1 0868 T 26,50 50,00 14,0 14,0 4,00 - 15,00 0,10 1.1.5 

868E S1 0868 U 28,00 60,00 18,5 18,5 4,00 - 20,00 0,10 1.1.5 

868E S1 0868 V 30,00 74,00 17,5 17,5 4,00 - 20,00 0,10 1.1.5 

869 E S1 0869 A 31,00 55,00 14,0 14,0 4,00 - 20,00 0,10 1.1.5 

869 E S1 0869 C 35,00 60,00 15,0 15,0 4,00 - 25,00 0,10 1.1.5 

869 E S1 0869 E 35,00 85,00 17,5 17,5 4,00 - 25,00 0,10 1.1.5 

869 E S1 0869 G 43,00 68,00 14,0 14,0 5,00 - 30,00 0,10 1.1.5 

869 E S1 0869 J 46,00 68,00 14,0 14,0 6,00 - 32,00 0,10 1.1.5 

869 E S1 0869 K 53,00 85,00 17,5 17,5 10,00 - 42,00 0,10 1.1.5 

869 E S1 0869 M 59,40 120,00 20,0 20,0 10,00 - 42,00 0,10 1.1.5 

869 E S1 0869 P 62,00 115,00 17,5 17,5 15,00 - 45,00 0,10 1.1.5 

869 E S1 0869 S 83,00 130,00 18,0 18,0 15,00 - 65,00 0,10 1.1.5 

 
1.1.5 Double-cone collets (series 800) 

When ordering please define   

order no. - clamping geometry - clamping Ø  -   Execution 

S1 0302E -              RD            -  6,00   

Clamping geometry 
The clamping design is in the standard ver-
sion round (RD). Different geometrics design 
are available. 

Execution of the clamping bore  

We deliver in standard version the clamping bore in smooth (G). 

Available on request:  

- cross groove (Q) 

- lengthwise (L) 

- cross - and lengthwise - groove, (LQ) 

- Z-groove (Z) 

Coating 

For a better lifetime, we can deliver differ-
ent kind of coatings. Please inquire direct-
ly.  


